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- ~ NOTE / %V
/ AN 1.Electrical / H/< kB
{/ \\ 1.1 Current Rate / Lt : 2 A
| 2.Environmental / 3755 5
2.1 Operating temperature range / T.{Fi& & :-40°C ~ 85°C
3.Mechanical / HLI 1 fig
: : 3.1 Working spring force / 3/ : 150 + 30%gf at 6.2mm ( T{Ew& %)
Worklngjelght 3.2 Working height / TAE& % : 6.2 mm
57401 TVEE = 3.3 Durability / fif /A1 : 10,000 cycles
ATV, 3.4 Working stroke range/ :0.8~1.5mm
10.2+0.2 6.2 -
4 Material / #4 K}
4.1 Plunger / %3k :
Brass C3604,3u" gold plating over 80u" Ni plating
4.2 Barrel / 414 :
Brass C3604, 3u" gold plating over 80u" Ni plating
o 4.3 Spring / % : SUS304 L
5.General tolerance / ARi¥ /A % : Unitmm
X.=20.30
X =20.20
XX =10.10
RN 5 H R Sl A R 2 7]
Shenzhen QH Industrial Co.,Ltd
E-mail / HE46: sales@pogopin-connectors.com
Name 10. 2mmH DIP Pogo pin Spec See NOTE
J1+0.05 :
Part No. 637751 Material | See NOTE |-
D Drawing No 637751 Surface See NOTE D
Vl ew Drawing Yang Date
@ Scale FiT Date
UoM mm fw 003
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